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THIS NOTICE GIVES DETAILS OFA 
MANDATORY ACTION 
GALLEY EQUIPMENT 
1 Applicability This Airworthiness Notice is applicable 


to all galley equipment installed or carried for use on aircraft. 
For the purpose of this Notice, “galley equipment” includes 
service carts, catering trolleys and their means of physical 
restraint in the passenger area; galley inserts including ovens, 
water boilers, coffee makers, refrigerators, etc., and control 
panels dedicated to individual equipment. 


2 Introduction 

2.1 It has beome increasingly apparent that some designers 
and installers of galley equipment installed or carried in 
aircraft have not recognized the need to satisfy relevant 
requirements of JAR-25 or of BCAR, as appropriate, and 
that as a result in certain instances safety has been pre- 
judiced. 

2.2 The Air Navigation Order (1982) Article 12(6) requires 
that:— ‘‘All equipment installed or carried in an aircraft, 
whether or not in compliance with this Article, shall be so 
installed or stowed and kept stowed and so maintained and 
adjusted as not to be a source of danger in itself or to impair 
the airworthiness of the aircraft or the proper functioning of 
any equipment or services necessary for the safety of the 
aircraft’’. 


2.3 So far as type certification of aeroplanes is concerned, the 
applicable requirements stated in JAR-25.789 and 25X1499 
or in BCAR Section D (D6-1, paragraph 2 and D6-13,. 
paragraph 7.3) cover the design, installation and stowage 
aspects of any galley equipment which is included in the 
Type Design for which the Type Certificate is issued. Similar 
requirements are also applicable to galley equipment in- 
stalled in aircraft certificated to BCAR Sections G and K. 
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2.4 This Notice is issued to rectify the situation in paragraph 
2.1 and to emphasise that these requirements constitute the 
basis for certification of galley equipment, not only when 
they form part of the aircraft Type Design but also, in 
accordance with BCAR Chapter A4-1, paragraph 2.1.5, 
when they are fitted in an aircraft already issued with a 
Certificate of Airworthiness, or when such equipment fitted 
to an aircraft is modified. This Notice also defines the pro- 
cedures which apply to the certification of galley equipment. 


Compliance 
3.1 Until 31 December 1984 any equipment which does not 
fully satisfy the approval requirements defined in this Notice 
may only be fitted in installations previously accepted by the 
CAA. 


3.2 With effect from 1 January 1985 all equipment used in all 
galley installations is required to satisfy the requirements 
stated herein. 


3.3 From the date of issue of this Notice installations not 
covered by paragraph 3.1 shall satisfy the requirements of 
this Notice. 


Procedure 

4.1 Items of galley equipment which require electrical power 
are, unless otherwise specifically agreed by the CAA, classi- 
fied as “Controlled Items” of equipment as defined in 
BCAR Chapter A3-3, paragraph 2.3(d) and approved under 
one of the procedures of BCAR Chapter A3-3, paragraph 
7.1(c). 

4.2 Catering boxes and equipment not requiring electrical 
power are classified as ““Uncontrolled Items”’ and are asses- 
sed under the procedures detailed in BCAR Chapter A3-3, 
paragraph 4. It is necessary, therefore, for an appropriately 
approved Organisation to accept responsibility as to the 
suitability and quality of such equipment. 


4.3 Catering trolleys, designed for use in specific galleys on 
particular aircraft types, are considered as an extension of 
the aircraft structure via the galley structure and are, there- 
fore, certificated under the modification procedures of 
BCAR Chapter A4-1. 

interpretation of Applicable Requirements 

5.1 The design of galley inserts shall comply with the intent of 
JAR 25X1499 and its associated ACJ or BCAR Chapter 
D6-13, paragraph 7.3 and the related Appendix No. 4. Ad- 
ditionally, general requirements for all electrical equipment 


in respect of electrical and magnetic interference, such as 
BCAR Chapter D6-13, paragraph 6.8, apply. 
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5.2 The design of all galley equipment shall minimise the risk 
of personal injury to the user, as required by JAR 25X1360 
or BCAR Chapter D6-13, paragraph 6.7, as applicable. In 
particular, vessels containing heated liquids over 45°C shall 
have closely fitting integral lids. The use of open hotplates 
and open cooking utensils such as frying pans is not permit- 
ted. 


5.3. Galley equipment and its installation shall have adequate 
strength to comply with the emergency alighting, flight and 
ground cases of BCAR Chapters D3-8, D3-2, D3-3, D3-5 or 
JAR 25.561, JAR 25.471 to 25X519, and JAR 25.331 to 351 
inclusive, as applicable and shall comply with JAR 25.789. 


5.4 The local attachment factor of 1-33 applies, in addition to 
the relevant prescribed acceleration forces, to door hinges, 
catches and restraint means which form part of the equip- 
ment structure, and to structure adjacent to the restraint 
means provided by the galley or similar stowage. 


5.5 Doors, including their hinges and catches, of catering 
boxes, etc., must be of strength compatible with the placard- 
ed contents weight, unless use of the box is restricted to 
stowage in completely enclosed galley, or similar compart- 
ments. This also applies to the doors of catering trolleys, but 
in their case, the total structure of the trolley must also be 
shown to be in compliance with the strength requirements 
taking into account means of retention of the trolley in the 
aircraft. 


5.6 The design of the trolley should be such that the loads 
imposed on the aircraft floor, do not exceed any floor loading 
limitations. 


5.7 (a) It is strongly recommended that duplicated catches are 
provided for means of retention for items which are 
habitually operated during flight, to allow for failure of 
one of the catches. 


(b) Where retention of a unit into its stowage compartment is 
by turn catch, operating the catch should not release 
more than one unit. 


5.8 Where catering trolleys have a facility for the collection of 
waste, they shall comply with the fire containment require- 
ments of JAR 25.853(d) or BCAR Chapter D4-3, paragraph 
6.4, as applicable. 


5.9 Where the basis of type certification of the aircraft requires 
the provision of means of trolley restraint, in the passenger 
cabin, capable of withstanding the loads associated with the 
flight cases, the trolleys shall be provided with attachment 
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means compatible with the anchorage points provided in the 
aircraft. Such methods of restraint should be engineered so 
that it can be used by one person and so that its use will be 
likely to occur by virtue of its simplicity of operation. 


5.10 The trolleys must also embody a brake system if they are 
to be removed from stowage in flight. 


5.11 Trolleys shall carry placarded instructions:— 


(a) that they must be stored and secured during take-off, 
turbulent weather and landing, and 
(b) either 
(i) that when removed from their stowage they must not 
be left unhanded, or 
(ii) (for trolleys to be used in aircraft subject to para- 
graph 5.9) that when removed from their stowage, 
they must not be left unhanded unless secured to an 
attachment point. 


5.12 The installation of all galley equipment shall be such that 
the size, weight, and means of restraint are compatible with 
the stowage facility provided, and that under design loads 
the item will not deform in such a manner so as to free itself 
from the means of restraint. 


5.13 Account must be taken of the individual and total 
electrical power demand of galley equipment and an elect- 
rical load analysis must be included in design document- 
ation. 


for the Civil Aviation Authority. 
Airworthiness Division, 


Brabazon House, 
Redhill, Surrey RH1 1SQ. 


